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FAQ

Image overexposed

Issue:

Because the DSM camera can support installation on the front, left side, and right side and the
infrared light control depends on the installation location, so if the installation settings are not right
will cause the incorrect infrared light control which will cause the image to overexposed.

If it has this issue, please check if the following settings are matching the actual installation location
and angle.

From:
http://15.188.206.201:8800/ - Europe_Wiki

Permanent link:
http://15.188.206.201:8800/doku.php?id=public:dashcam:c6d-ai:faq&rev=1632967475

Last update: 2021/09/30 04:04

Europe_Wiki - http://15.188.206.201:8800/


http://15.188.206.201:8800/lib/exe/detail.php?id=public%3Adashcam%3Ac6d-ai%3Afaq&media=public:dashcam:c6d-ai:pasted:20210930-034457.png
http://15.188.206.201:8800/lib/exe/detail.php?id=public%3Adashcam%3Ac6d-ai%3Afaq&media=public:dashcam:c6d-ai:pasted:20210930-034457.png
http://15.188.206.201:8800/lib/exe/detail.php?id=public%3Adashcam%3Ac6d-ai%3Afaq&media=public:dashcam:c6d-ai:pasted:20210930-034457.png
http://15.188.206.201:8800/
http://15.188.206.201:8800/doku.php?id=public:dashcam:c6d-ai:faq&rev=1632967475

	FAQ
	Image overexposed


